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W) (mm) (Im) K
02142.66.30.033 28 595 595 85 580x580 3300 3000 -20C°/+40C° 3.1
02142.66.40.034 28 595 595 85 580x580 3400 4000 -20C°/+40C° 3.1
02142.66.30.036 33 595 595 85 580x580 3600 3000 -20C°/+40C° 3.1
02142.66.40.037 33 595 595 85 580x580 3700 4000 -20C°/+40C° 3.1
02142.66.30.040 35 595 595 85 580x580 3870 3000 -20C°/+40C° 3.1
02142.66.40.040 35 595 595 85 580x580 3900 4000 -20C°/+40C° 3.1
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& UYARI

- Bakim ve montaj yalnizca kalifiye personel tarafindan yapiimalidir.
- Servis yapmadan énce baglantiyi kesin.

- Armatiir,al¢ak gerilim beslemesi ile kontrol iletkenleri arasinda
temel izolasyona sahiptir.

- Armatiir termal yalitim malzemesi ile kaplanmaya uygun degildir
- Bina igi ve bina disi kullanima uygundur.

- Armatiirler iletken ytzeylere montaj yapilamaz.

- Onarim ve bakim sirasinda yalnizca orjinal parcalar kullaniimalidir.
- E§er armatiirde sonradan degisiklik yapilirsa, dedisiklikten
sorumlu, tretici olarak kabul edilecektir.

- Uretici uygunsuz kullanim ya da uygulama sebebiyle meydana
gelen hasar konusundan sorumluluk kabul etmez.

- Litfen elektrikli ve elektronik urinler igin yerel atik imha, ayirma ve
toplama sistemi hakkinda bilgi edinin. Liitfen yerel kurallariniza gére
hareket edin ve eski Griintiniizii normal ev atiginizla birlikte atmayin.
Uriiniiniiziin dogru sekilde imha edilmesi, cevre ve insan saghdi icin
olasi olumsuz sonuglan énlemeye yardimci olacaktir.

& WARNING

- Installation / maintenance only by skilled personnel.

- Disconnect before servicing.

- Luminaire has basic insulation between low voltage supply and
control conductors.

- Luminaire is not suitable for covering with thermal insulation material.
- Suitable for indoor and outdoor use.

- The luminaires are not allowed to be mounted on conductive surface.
- During overhaul / maintenance only use original parts.

- If any luminaire is subsequently modified, the person, responsible
for the modification shall be considered the manufacturer.

- The manufacturer bears no liability for damage caused by
inappropriate use or application.

- Please inform yourself about the local waste disposal, separation and
collection system for electrical and electronic products. Please act according
to your local rules and do not dispose of your old product with your normal
household waste. The correct disposal of our product will help prevent
potential negative consequences for the environment and human health.
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Armatiirdn harici biikiilgen kablo veya kordonun hasar gérmesi durumunda ; bir
tehlike meydana gelmesini engelfemek igin yanlizca imalatgr veya onun yetkili servisi ya da
esdeder nitelikii kalifiye personel tarafindan dedistirilmesi gerekir.

5x 0.75-1.5mm’

@ If the external flexible cable or cord of this luminaire is damaged, it shall be
exclusively replaced by the manufacturer or his service agent or a similar qualified
person in order to avoid a hazard.

Verilen bilgiler énceden bildiriimeksizin dedistirilebilir. Laboratuvar
kosullarinda diciilen tiim dederfer tasarim veya tipik dederlerdir, ikizler aydinlatma
bu performansin son kullanim kosullarinda elde edilecedini garanti vermez.

@ Information provided is subject to change without notice. All values are
design or typical values when measured under laboratory conditions and ikizler
lighting makes no warranty or guarantee, express or implied, that such
performance will be obtained under end-use condiitions.




